
VP9
VP9 04
VP9 06
VP9 08
VP9 10
VP9 12
VP9 14
VP9 20

Watts
400
600
800

1000
1200
1400
2000

B A C D

VL9
VL9 04
VL9 06
VL9 08
VL9 10
VL9 12
VL9 15

Watts
400
600
800

1000
1200
1500

B A C D

All measurements in millimetres
Note – wall bracket is not symmetrically positioned on heater

45
95

155
200
115
170
340

300
300
300
300
600
600
600

145
150
205
215
180
235
410

490
545
660
720
890

1005
1350

155
82

170
285
112
290

300
600
600
600

1200
1200

205
150
235
350
155
320

660
835

1005
1235
1465
1810

Monteringsanvisning
Monteringsvejledning
Monteringanvisning
Asennusohjeet

Montageanweisung
Installation instructions
Instrukcja montazu

NO DK SE FI

DE GB PL

VP9 Panel heater

VL9 Strip heater

140 85

A

Free 70

CB

D

370 230

A

Free

145

CB

D

Min 50

370

Min 120 90

540

Min 50

140

Min 160 90

350

Min.
115 mm

Note:
Connection box

not required when
using plug and lead

to mains socket

Connection box
is used for fixed
installation only

Model R / RK / RET / RKET Art. no. 62441 110108
print 62441

.



Oil fumes
appr. 5 min.

230-240V AC

Safety cut-out

CLICK!
Automatic reset

Clean
twice
yearly

www.adax.no

18°C 20°C
= 2°C deviation

Calibration

Allow to work
for 6–12 hrs

20°C 20°C

Wait 6–12 hrs

RFR
CRA

DTET

ET

TX

23
0-

24
0 

V
 A

C

23
0 

V
 =

380-400V AC

ET

TX

38
0-

40
0 

V
 A

C

23
0 

V
 =

Click!

Remove
Insert

Curtain guard

Childproof
cover

Optional
accessories

230 V =230 V =

István
Text Box
Opcionális kiegészítők

István
Text Box
függönyvédő

István
Text Box
gyermekzár

István
Text Box
Beillesztés

István
Text Box
Eltávolítás

István
Text Box
Porszívózza ki évente kétszer

István
Text Box
eltérés

István
Text Box
Kalibrálás

István
Text Box
Hagyja üzemelni 6-12 órát

István
Text Box
Várjon 6-12 órát

István
Text Box
Automatikus kikapcsolás túlmelegedés esetén

István
Text Box
a hőáram útjában lévő tárgyak eltávolítása után visszakapcsola a készülék


